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1. Your Light Switching Timer Contactor (Relay) can switch up to 13 Amps





    of Discharge (Metal Halide or HPS Sodium) lamps.   





    Ensure that the total start up current of your lamps does not exceed 13 Amps.





2. Locate a double switch socket away from water and other liquids.





    Ensure that both sockets are switched off.





3. Place your Digital or Segmental timer into the left hand socket.





4. Insert the plug marked ‘Timer’  into your timer.





5. Insert the plug marked ‘Mains’ into the right hand socket.





6. Plug your lamp(s) into the socket(s) on your light switching timer contactor.





7. Light Switching Timer Contactors are supplied as standard with a twin





    trailing socket. 


    If more than 2 lights are to be switched a 4 outlet version is available .





   





8. Ensure all plugs and sockets are well away from water and other liquids.





9. Turn on both switches on your double socket.





Your  Light Switching Timer Contactor will now safely switch 





up to 13amps of lighting. Either 4 x 250w lights ,4 x 400w lights 





3 x 600w lights or 1 x 1000w light. 





LIGHT SWITCHING TIMER CONTACTOR











DO NOT IMMERSE IN WATER OR OTHER LIQUIDS.





DO NOT REMOVE COVER.





DO NOT REMOVE LABELS.





DO NOT EXCEED 13 AMPS OF HID LAMPS.





FOR DOMESTIC USE ONLY.





RATING





13A Resistive/Inductive





240V AC~50Hz





Timer Plug 3A





Mains Plug 13A





IF YOU ARE IN ANY DOUBT CONSULT A 





QUALIFIED ELECTRICIAN.





IMPORTANT





HID Lamp





Timer





Mains
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