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Quick Guide 
Digital Air Flow Meter

The low-pressure unit (A) is factory-made 
connected with the silencer (B)  (2 to 5).

Installation

1. Clip the silencer to the bracket of the 
PowerCone (PC) and connect the silicon 
tube (4) 

. 

 If you like to use an 
ozon generator you have to connect it 
directly to the venturi nozzle of the PC-
pump.

2. Connect the plug of the power-supply unit 
(6) to the air flow meter (C).   In doing so the 
low-pressure tube (1) may not be 
connected to the air flow meter yet!

3. „CAL“ will appear at the display of the air flow 
meter.  After the calibration is completed 
you will see the value „0" at the display.

4. Switch-on the pump of the PC and connect 
the low-pressure tube (1) to the air flow 
meter (7).  You can now take the reading of 
the current value of the air intake from the 
display.

5. After about one hour the digital air flow meter 
has reached its operating temperature. For 
the most accurate display of the air intake, 
we recommend that you perform the 
calibration again. For this purpose 
disconnect the low-pressure tube (2) from 
the low-pressure unit (A) and the plug of the 
power-supply unit (6) from the air flow 
meter. Repeat the steps 2. - 4.. 

with the larger diameter to the 
venturi nozzle of the PC-pump The 
silencer may not be structurally 
modified. For example: the air-intake (3) 
may not be reduced. 
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Readjustment of the basic setting

If „CAL“ does not disappear at the display after 
about 10 seconds by calibrating the air flow 
meter and the value „0" does not appear, it is 
possible to readjust the air flow meter. 

For this purpose you have to proceed as 
follows:

1. 

2. Turn the air flow meter. On the reverse side 
you will find a little hole where the adjusting 
screw is arranged behind.

3. Turn the adjusting screw anti-clockwise 
about 10° - 20°.

4. 
 After about 10 

seconds the value of „0" should appear at 
the display. The air flow meter is now ready 
for operation again. 

5. 
, you have to r

 Disconnect the low-pressure tube (2) from 
the low-pressure unit (A) and the plug of the 
power-supply unit (6) from the air flow 
meter.

Connect the plug of the power-supply unit 
(6) to the air flow meter (C).

If „CAL“ does not disappear at the display 
after about 10 seconds epeat 
the steps 1. - 4..

Note!

Do not modify the silencer!

Always disconnect the low-pressure tube 
(2) before you connect the power-supply 
unit to the air flow meter!
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